
Antenna Comparison with Telit SE880

Parsec Technologies, Inc.

A Wireless Solutions Company



Parsec Antenna Comparison Test
Irvine Spectrum Parking Garages

Two storey covered garage building

Test was done inside

the ground level



Test Route

Outdoor open sky Indoor garage (ground floor, two covered floors on top)

Representing serve multipath situation



PTA1.5-V Comparison Tests

#1: Compared to Standard 25 x 25mm Patch

#2: Compared to PTA1.5M-16



Parsec PTA1.5-V   vs.  Standard 25 x 25 mm Patch

ǒ

Ǐ

14.95 x 6.30 mm Parsec PTA1.5-V Micro Passive Antenna

Reference: Standard 25 x 25 mm Patch Antenna



ǒ

o

14.95 x 6.30 mm Parsec PTA1.5-V Micro Passive Antenna

16 x 9.17 mm Parsec PTA1.5M-16 Micro Active Antenna

Parsec PTA1.5-V   vs.  PTA1.5M-16



Additional Comparison

Testing Speed: 0~60mile/hr (outdoor)

Change lane: Accurate

Sharp Bend: Accurate

ǒ
o

14.95 x 6.30 mm Parsec PTA1.5-V Micro Passive Antenna

16 x 9.17 mm Parsec PTA1.5M-16 Micro Active Antenna

Roundabout: Accurate

U-turn: minor deviation



Narrow Streets Accuracy Comparison

Narrow Streets Accuracy : Accurate

ǒ
o

14.95 x 6.30 mm Parsec PTA1.5-V Micro Passive Antenna

16 x 9.17 mm Parsec PTA1.5M-16 Micro Active Antenna


