
German Shepherd
PRO Series 

• 2X2 MIMO LTE
• 2X2 MIMO WIFI 

• 5G Antenna
• WIFI 6

• IP67 RATED
Features

•FirstNet/First
Responders

• Transportation/Fleet
•Remote Video 
Monitoring

•Mobile Broadband

Ideal for

 
• MAGNETIC MOUNT OR
ADHESIVE MOUNT

 • CBRS
• HIGH EFFICIENCY
• HIGH PERFORMANCE

*See inside for details



  
  
Mechanical   

  
Dimensions  

8.06 in. L x 3.46 in. W x 3.20  
    in. H with magnets, 2.74 in. H 

with adhesive mount. 
Moun�ng 

Environmental

    Magnets, adhesive op�onal      

  
RF Cable Length  

Choice of 1� and 15� 

-40°C to 85°C
IP67 Waterproof

 
    cable 

 

Patent pending.

    

Parsec’s German Shepherd is a low profile LTE external 
magnetic mount waterproof antenna. The German 
Shepherd doesn’t require any mounting holes and can 
be quickly installed and removed from steel surfaces. 
The optional adhesive mount allows this antenna to be 
mounted on any flat surface.

This rugged low-profile omni-directional antenna works 
on all the common North American LTE bands with high 
efficiency. The German Shepherd Series configurable in 
5:1, 4:1, 3:1, and 2:1 options.

2, 4, 5, 14, 17, 29, 30, 46, 48, 66
2, 4, 5, 13, 46, 48, 66

2, 4, 12, 25, 26, 41, 46, 48, 66, 71

Opera�ng Temperature
Ingress Protec�on

Frequency Ranges

LTE Frequency Range
617 - 894 MHz

1710 - 2700 MHz
3400 - 4000 MHz
5150 - 5925 MHz

WiFi Frequency Range
2400 - 2483.5 MHz
4900 - 5900 MHz

Product Description

Specifications
LTE Bands (US Carriers)



Product Dimensions
(Adhesive Mount)

Product Dimensions
(Magnetic Mount)



Electrical Specifications

Electrical Specifica�ons  

ID Port Parameters  Units  Typ. 
 

Radiated Efficiency

LTE -1,2
LTE -1,2
LTE -1,2
LTE -1,2

617 - 698 MHz
698 - 894 MHz
1710 - 2700 MHz
3400 - 4000 MHz %

70
80
70
70

LTE -1,2
GPS
WiFi -1,2
WiFi -1,2

5150 - 5925 MHz
1575.42 MHz
2400 - 2483.5 MHz
4900 - 5900 MHz

60
80
80
70

LTE -1,2
LTE -1,2
LTE -1,2
LTE -1,2

617 - 698 MHz
698 - 894 MHz
1710 - 2700 MHz
3400 - 4000 MHz dBi

3
5
6
6

LTE -1,2
GPS
WiFi -1,2
WiFi -1,2

5150 - 5925 MHz
1575.42 MHz
2400 - 2483.5 MHz
4900 - 5900 MHz

8
6

LTE
LTE
LTE
LTE

617 - 894 MHz
1710 - 2700 MHz
3400 - 4000 MHz
5150 - 5925 MHz dB

Wa�s

10
15
24
19

WiFi
WiFi

2400 - 2483.5 MHz
4900 - 5900 MHz

9
18

5
6

 

Peak Gain

 
 

LTE -1,2
LTE -1,2
LTE -1,2
LTE -1,2

617 - 698 MHz
698 - 894 MHz
1710 - 2700 MHz
3400 - 4000 MHz dB

7
12
6
7

LTE -1,2
GPS
WiFi -1,2
WiFi -1,2

5150 - 5925 MHz
1575.42 MHz
2400 - 2483.5 MHz
4900 - 5900 MHz

7
12
12
7

 

Return Loss (50Ω)

Isola�on

Polariza�on

Max Input Power

 

 

 

LTE, WiFi
GPS
LTE, WiFi

Linear
RHCP

5
dBGNSS Preamp Gain GPS 28
VGNSS Preamp Voltage

RF Cable Type

GPS 2.2 to 5.0

RF Connector LTE, GPS
WIFI
LTE, WIFI
GPS

SMA(M)
RP-SMA
LSR240
LSR100



Part Number
5:1 PRO5GS2L2WG15B 2 LTE, 2 WiFi, 1 GPS, 15ft cable, Black, Magnetic Mount 

Part Number

2:1

3:1

PRO2GS2L01B 2 LTE, 1ft cable, Black, Magnetic Mount
PRO2GS2L01W 2 LTE, 1ft cable, White, Magnetic Mount
PRO2GS2L15B 2 LTE, 15ft cable, Black, Magnetic Mount
PRO2GS2L15W 2 LTE, 15ft cable, White, Magnetic Mount

PRO3GS2LG01B 2 LTE, 1 GPS, 1ft cable, Black, Magnetic Mount
PRO3GS2LG01W 2 LTE, 1 GPS, 1ft cable, White, Magnetic Mount
PRO3GS2LG15B 2 LTE, 1 GPS, 15ft cable, Black, Magnetic Mount
PRO3GS2LG15W 2 LTE, 1 GPS, 15ft cable, White, Magnetic Mount
PRO3GS2LG01B-A 2 LTE, 1 GPS, 1ft cable, Black, Adhesive Mount
PRO3GS2LG01W-A 2 LTE, 1 GPS, 1ft cable, White, Adhesive Mount
PRO3GS2LG15B-A 2 LTE, 1 GPS, 15ft cable, Black, Adhesive Mount
PRO3GS2LG15W-A 2 LTE, 1 GPS, 15ft cable, White, Adhesive Mount

PRO2GS2W01B 2 WiFi, 1ft cable, Black, Magnetic Mount
PRO2GS2W01W 2 WiFi, 1ft cable, White, Magnetic Mount
PRO2GS2W15B 2 WiFi, 15ft cable, Black, Magnetic Mount
PRO2GS2W15W 2 WiFi, 15ft cable, White, Magnetic Mount
PRO2GS2L01B-A 2 LTE, 1ft cable, Black, Adhesive Mount
PRO2GS2L01W-A 2 LTE, 1ft cable, White, Adhesive Mount
PRO2GS2L15B-A 2 LTE, 15ft cable, Black, Adhesive Mount
PRO2GS2L15W-A 2 LTE, 15ft cable, White, Adhesive Mount
PRO2GS2W01B-A 2 WiFi, 1ft cable, Black, Adhesive Mount
PRO2GS2W01W-A 2 WiFi, 1ft cable, White, Adhesive Mount
PRO2GS2W15B-A 2 WiFi, 15ft cable, Black, Adhesive Mount
PRO2GS2W15W-A 2 WiFi, 15ft cable, White, Adhesive Mount

5:1

PRO5GS2L2WG01B 2 LTE, 2 WiFi, 1 GPS, 1ft cable, Black, Magnetic Mount
PRO5GS2L2WG01W 2 LTE, 2 WiFi, 1 GPS, 1ft cable, White, Magnetic Mount
PRO5GS2L2WG15W 2 LTE, 2 WiFi, 1 GPS, 15ft cable, White, Magnetic Mount
PRO5GS2L2WG01B-A 2 LTE, 2 WiFi, 1 GPS, 1ft cable, Black, Adhesive Mount
PRO5GS2L2WG01W-A 2 LTE, 2 WiFi, 1 GPS, 1ft cable, White, Adhesive Mount
PRO5GS2L2WG15B-A 2 LTE, 2 WiFi, 1 GPS, 15ft cable, Black, Adhesive Mount
PRO5GS2L2WG15W-A 2 LTE, 2 WiFi, 1 GPS, 15ft cable, White, Adhesive Mount 

Ordering

Standard Antennas

Non-Standard Antennas

Note: SMA connectors have a max torque of 3-5 inch lbs. 



Abbreviation Part Number
All PRO Series PRO PRO 

5 PRO5
Antenna abbreviation for German Shepherd GS PRO5GS

PRO5GS2L
PRO5GS2L

PRO5GS2L2WG

PRO5GS2L2WG15
PRO5GS2L2WG15B

PRO5GS2L2WG15B

PRO5GS2L2W

Number of LTE Elements # L
Number of UL Elements # U
Number of WiFi Elements #W
Number of GPS Elements (usually only 1 GPS 
per antenna, therefore we simply list G and no 
number)

G

Cable length measured in feet: 01 = 1’, 15 = 15’ 01, 15, etc,
Radome Color - B for Black, W for White B or W

Blank or AMount Type - Blank for Magnetic Mount,
or A for Adhesive Mount

Part number example of a standard 5:1 German Shepherd antenna, 

Part Number Key

PRO5GS2L2WG15B

Last Revised: 9.2.2021

972-804-4600
Parsec Technologies

support@parsec-t.com


